The importance of modeling multi-component fuel atomization, heating and evaporation has been recognized in many studies. The predictions of these models are crucial to the design and performance of combustion engines. Accurate modeling is essential to the understanding of these processes and ultimately to improving engine sustainability and reducing emission. The interest in bio-fossil fuel blends has been mainly stimulated by depletion of fossil fuels and the need to reduce carbon dioxide emissions that contribute towards climate change. This work presents a review of recent investigations into the heating and evaporation of multi-component blended fuel droplets in real internal combustion engine (ICE) conditions. The models consider the contribution of all groups of hydrocarbons in fossil (gasoline, diesel) fuels, methyl esters in 22 biodiesel fuels, and ethanol fuel. Diffusion of these fuel species, temperature gradient, and recirculation within droplets are accounted for. One important finding is that some fuel blends, for example B5 (5% biodiesel fuel and 95% diesel fuel) and E5 (5% ethanol fuel and 95% gasoline fuel), can give almost identical droplet lifetimes to the ones predicted for pure diesel and gasoline fuels; i.e. such mixtures can be directly used in conventional engines without modification.
Introduction
Biodiesel and ethanol fuels have been of great interest to scientists and public as biofuel resources of energy due to depletion of fossil fuels and impact on global warming [1, 2] . Also, compared to fossil fuel, biodiesel fuel has several advantages: it has less carbon dioxide emissions, higher flash point, higher lubricity and it is cost effective. In addition, diesel fuel can be blended with up to 20% of many biodiesel fuel types and directly injected in 50% ethanol with 50% gasoline fuels (E50), 85% ethanol with 15% gasoline fuels (E85), pure ethanol (E100) and pure gasoline fuels (E0).
In this work, the discrete component model is utilized to analyze the droplets heating and evaporation of diesel-biodiesel and ethanol-gasoline fuel blends.
Model
The diesel-biodiesel blends are represented by a mixture of 22 types of biodiesel fuels with up to 22 species of methyl ester and diesel fuel, formed of 98 hydrocarbons represented by 9 groups (see [26] for more details). The ethanol-gasoline blends are represented by a mixture of ethanol and fuel used in advanced combustion engines, type C (FACE C) gasoline fuel, formed of 20 hydrocarbons, in 6 groups categorized according to their chemical structures and thermodynamic and transport properties (see [27] for more details). The thermodynamic and transport properties of diesel are inferred from [28] , and those of biodiesel fuel are inferred from [26, 29] respectively; while properties of ethanol and gasoline fuel are taken from [27, 30] respectively. The contribution of species and average droplet temperatures are taken into account in the calculation of all fuel properties. All units used in our analyses are SI unless indicated otherwise.
Spray model
Two parameters for the modeling of droplet breakup based on liquid properties have been introduced by Eggers [31] ; these are time and length parameters. For the calculation of length parameter ( LP ), we take into account viscosity, density and surface tension of liquid, as:
We have proposed to use LP for spray parameters calculation including Sauter mean diameter (SMD) and spray penetration [32, 33] . Our analysis shows that the spray penetration of biodiesels will be proportional to LP It has been suggested in [34] that the better prediction of SMD for diesel and biodiesel fuels can be predicted as:
We have used the following expression to calculate the middle droplet diameter of biodiesel fuels:
where Δp is the pressure difference.
For ethanol-kerosene blends for air-blast atomizer, it was found that the SMD can be calculated as [33] :
Evaporation model
The DC model is based on the analytical solutions to the heat transfer and species diffusion equations via the effective thermal conductivity (ETC) model and effective diffusivity (ED) model. The importance of these models can be attributed to the fact that they take into account the recirculation, temperature gradients and species diffusion inside droplets. The heat conduction equation for the temperature T = T (t, R) in the liquid phase in a spherical droplet can be presented as:
where, t is the time, R is the distance from the center of the droplet, T is the temperature and κ eff is the effective thermal diffusivity.
The time evolution of species mass fractions at any R is described by the following Eq. [19, 35] :
where, i > 1 , D eff is the effective liquid species diffusivity,
is the liquid diffusivity and χ Y is a coefficient that varies between 1 and 2.72 [19, 20] . χ Y takes into account the recirculation inside droplets.
Fuel compositions
The commercial diesel fuel selected in the present work conforms to standard European Union fuel (EN590), formed of 98 hydrocarbons represented by 9 groups, categorized according to their chemical formulae. Molar fractions of various components in this fuel are presented in Table 1 , inferred from [28] .
For gasoline fuel, the number of the components with identical chemical formulae and close thermodynamic and transport properties are replaced with characteristic components leading to reducing the original composition of gasoline fuel (83 components) to 20 components only, represented by 6 hydrocarbon groups as presented in Table 2 (see [27] for more details). The biodiesel fuels are formed of up to 22 species of fatty acid methyl ester (FAME). These are inferred from [24, 36] and presented in Table 3 . 
FAME
Biodiesel fuels TME LME BME CME PMK PME SFE PTE CSE CNE SNE Table 2 . The groups of gasoline fuel molecules, their molar fractions, and the numbers of components within each group, as used in our models [27] .
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Results
Atomization
The importance of spray breakup associated phenomena for various applications is well recognized and has been extensively investigated experimentally and numerically by engineers, environmentalists, automotive industrialists, pharmaceutics, and agriculturists [21, [37] [38] [39] [40] [41] . A rigorous representation of spray breakup is very complicated procedure as it would involve accurate estimation of nozzle flow, initial formation of ligaments, instabilities, cavitation, and droplets associated physics and their subsequent breakup, heating, evaporation, the entrainment of air and the effects of turbulence [21, 40] . The efficiency of the combustion process and emission reduction in internal combustion engines depends on the atomization characteristics; FAME Biodiesel fuels TGE HM1 SME LNE HM2 CAN WCO RME CML JTR YGR 
0.9 1.1 - Table 3 . Biodiesel fuel compositions [24, 36] .
Atomization of Bio-Fossil Fuel Blends http://dx.doi.org/10.5772/intechopen.73180the most important characteristics of which are droplet Sauter mean diameter (SMD), cone angle, droplet size distributions. The SMD of biodiesel and diesel fuel droplets at temperature 80°C, as reported in [34] , are shown in Table 4 .
The average value of biodiesel fuel droplet SMDs (25.32 μm) is larger than those of diesel fuel droplets, which can be attributed to the higher viscosity of biodiesel fuels [34] .
Probability density function for biodiesel spray
It is very important to know how biofuel droplets distribute/spread by size after the atomization. Figure 1 shows the drop-size probability density for diesel and biodiesel fuels when experimental data [42] are fitted by maximum entropy method [43] .
The case shown in Figure 1 is close to realistic diesel engine conditions with an injection pressure of 100 MPa. In this case, diesel fuel has emerged from the nozzle orifice with a velocity of about 100 m/s as ultra-high-speed videos shown in [40] . We assumed that biodiesel has a lower mean injection velocity than diesel, but this difference is compensated by the higher value of middle droplet diameters for biodiesel. 
Blended diesel-biodiesel fuel droplets
The DC model is facilitated for the analysis of heating and evaporation of diesel-biodiesel fuel droplets of initial radius R In Figures 2-7 (some examples of the analyzed blends of diesel-biodiesel fuels), one can see that increasing the concentration of biodiesel from B5 to B100 has a noticeable effect on the evolution
In addition, the predicted surface temperature of the droplet for B100 is higher than that of B5 during the initial heating period. According to [22] , the droplet break-up process can be enhanced as a result of the increase in droplet surface temperature. This can be attributed to the decrease in droplet surface tension. A full illustration of the results provided in Figures 2-7 are shown in Table 5 . The droplet lifetimes of 22 types of biodiesel fuel mixtures with PD fuel and their differences from the one predicted for PD fuel (2.25 ms) are presented in this table.
As can be seen from Table 5 , the droplet lifetime for B100 of RME fuel is 6% less than that of PD. This reduction does not exceed 0.4% for the B5 fuel blend for the same fuel. Also, droplet lifetime of TGE biodiesel fuel droplet is noticeably close to that of PD droplet; it is less than 8 and 0.5% for B100 and B5 mixtures, respectively. The maximum difference in droplet lifetimes for these fuels is up to 21.6% (B100 CME), which cannot be sacrificed in any engineering application, and it is always higher than 5.29% (RME) compared to PD, which may be tolerated in some limited engineering applications. In some previous studies (for example, see [22, 23] ) the heating and evaporation of PD fuel droplets and their comparison to the results of diesel-biodiesel blends were analyzed. For instance, in [23] the droplet lifetime for B100 of WCO was shown to be 11% less than that of PD. While in [22] , the droplet lifetime for B100 of SME fuel was shown to be 6% less than that Advances in Biofuels and Bioenergyfor PD. In this study, similar trends were predicted for the same fuels. This prediction, however, was different for the other types of biodiesel fuel presented in this work. For example, the B100 droplet lifetimes for CME and PMK biodiesel fuels showed deviations of 21.6 and 18%, respectively, from that of PD fuel. A general trend shows that droplets' lifetimes of all 22 types of B5 diesel-biodiesel blends that are used in this study deviate with less than 1% from the one predicated for PD droplets. This concludes the possibility of labeling diesel-biodiesel blends, with up to about 5% biodiesel concentration, without modifying the automotive system is achievable. For some fuel blends (for example B20 RME, TGE, LNE, and HME1), this deviation (up to 2%) is still relatively negligible to mix higher biodiesel concentrations (for example, 20% biodiesel and 80% diesel fuels) without losing the main feature of these processes (i.e. droplet lifetime).
The difference in thermodynamic and transport properties between hydrocarbons and methyl esters is the main reason for the influence of biodiesel fuel fractions on the heating and evaporation of diesel fuel droplets. For instance, when increasing the biodiesel fractions, the droplet surface temperature tends to reach a plateau during the evaporation process, which is similar to the case of single component model (see [20, 28] ). Also, the significance of such behavior can change depending on the input parameters and ambient conditions.
A typical example of time evolutions of mass fractions at the surface of droplets ( Y lis ) of selected nine species of B50 fuel mixture of diesel with RME is shown in Figure 8 ; in which, the curves As can be seen from Figure 8 , the diffusion of mass fractions of components at the surface of droplets is typical and similar to those presented in previous studies. The mass fractions of the heavy components, for example C 27 H 56 (1) and C 27 H 54 (4), increase with time at the It can be seen from Figure 9 that the impacts of increasing ambient pressure (20-60 bar) at a relatively high ambient temperature (800 K) on reducing the estimated droplet lifetimes are proportional with almost the same effect for all mixtures (B5 -B100), but with lower droplet lifetimes for B100 and higher ones for B5. One can see that the difference in droplet lifetimes for different blends increase with increasing ambient pressure. Typical ambient pressure at diesel injection time is about 32 bar, however, it can be concluded that minimizing the pressure to 32 bar is better for high blend ratios, as the less the pressure the less the expected deviation in droplet lifetimes. (%) TME 
Blended ethanol-gasoline fuel droplets
The DC model is facilitated for the analysis of heating and evaporation of ethanol-gasoline fuel droplets of initial radius R 
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In Figures 10-11 , the plots for droplet radii and transient surface temperatures are shown, respectively, for six mixing ratios of ethanol-gasoline fuel blends (E0 -E100).
In Figure 10 , the droplet lifetime for pure gasoline fuel (E0) is the smallest. This increases with the increase of ethanol fraction from E0 to E100. The error in predicted droplet lifetime of E100 is 33.9% compared to the one predicted for E0. In Figure 11 , the impact of increasing the ethanol/ gasoline fraction from E0 to E100 is seen to be significant. The deviation in the predicted droplet surface temperature for E100 is 24.3% compared to the one predicted for E0. The impacts of different ethanol/gasoline fuel mixtures on droplet lifetimes are presented in Table 6 .
The droplet lifetimes of ethanol-gasoline fuel mixtures (Figures 10-11 ) have been estimated under standard engine conditions. The impact of different ambient conditions on these predictions is presented in Figures 12 and 13 .
As can be seen from Figures 12 and 13 , increasing the ambient temperature (500 to 650 K), or pressure (3 to 20 bar), leads to a proportional reduction in estimated droplet lifetimes with almost the same effect for all ethanol-gasoline blends. Table 6 . The impact of ethanol/gasoline fuel blends on the estimated droplet lifetimes.
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Conclusion
In this chapter, the maximum entropy method was applied for the droplet distribution of diesel and biodiesel fuel sprays in conditions relevant to diesel internal combustion engines. The droplet distribution for biodiesel was more skewed to the right compared to the predicted diesel spray. The theoretical distribution indicated that biodiesel fuel droplets are larger than those of diesel fuel. The model was validated against available experimental data to show a reasonable agreement between both results. The discrete component model was used to analyze the heating and evaporation of blended diesel-biodiesel fuel sprays and droplets using 22 types of biodiesel, European standard diesel, gasoline FACE C, and ethanol-gasoline fuels. The full compositions of diesel, biodiesel and gasoline fuels were considered. The diesel and gasoline fuels consisted of 98 and 20 hydrocarbons respectively, while the 22 biodiesel fuels consisted of 4 to 18 components of methyl esters.
The effect of increasing biodiesel fuel concentration on the evolutions of droplet surface temperatures and evaporation times was clearly illustrated. The predicted B5 fuel droplet lifetimes for the 22 types of biodiesel fuel were only 1% less than that of pure diesel (PD) fuel. The RME biodiesel fuel droplets were observed to have lifetimes close to that of PD fuel, where their predicted lifetimes for B5 and B100 droplets were up to 0.4 and 0.6%, respectively, less than the one estimated for PD fuel droplet. However, for ethanol, the predicted E5 fuel droplet lifetimes were only 0.05% greater than that of pure gasoline (E0) and only 0.3% greater for E20. To conclude, the B5 fuel droplet lifetimes for all 22 types of biodiesel fuels used in this study are almost identical to the one predicted for PD fuel; i.e. diesel fuel can be possibly blended with up to 5% biodiesel fuel without any noticeable effect on the evolutions of their droplet radii or surface temperatures. Similarly, the E5 and E20 fuel droplet lifetimes are almost identical to the one predicted for E0 fuel; i.e. gasoline fuel can be possibly blended with up to 20% ethanol fuel without/minimal modifications to the gasoline engine. Also, increasing the ambient pressure, or temperature, will lead to a faster evaporation of E0-E100 droplets regardless of their blending ratios. 
